
ElectricalMotor

RatedPower
kW 0.25, 0.5, 0.75

RatedFrequency Hz 50/60

SupplyVoltage V
3 - Phase 380/ 415

1 - Phase 230

Synchronous

Speed
RPM

1500(1800for

60Hz)

Revoluionsof

HandCrank
revs 7.5, 15

Revoluionsof

OutgoingShat
revs 7.5, 16.5, 33

Output Drive
Shat Torque

Nm 25

DuraionofTap

ChangeOperaion
sec 04 - 06

MaxNo.of

Operaing

Posiions

36

ControlCircuit

Voltage
v AC 110/ 220

TestVoltage to

Ground
kV/60sec 2

ProteciveDegree IP55

Weight Kg 72

KIPLOLTCTypeDesignaion CONNECTIONSCHEMEEXPLANATION

(KIPLTypeDesignationissimilartopopularpracticeinmarket)

PREFIX - A - III - B - C - XX . XX . X - GOR W

PRODUCT MODELCODENUMBEROFPHASES/POLES MAX.RATED VOLTAGE NO.OF FIXED TOTALNO.OF NO.OF NULL FORLINEAR

NULL-TR.OIL INS3/X I-SINGLEPHASE WORKING CLASS CONTACTS POSITIONS MIDPOSN. G FORCOARSE FINE

D-DRYTYPE INS4/X II-2PHASE CURRENT IN FINESELECTOR 0,1,2, 3 W FORREVERSING

G- GAS MEDIUM INS5/X III-3PHASE 100 A 12kv UPTO18

ECO- ALT. FLUIDS 200 A 24kv LINEAR WITHPRESELECTOR

300 A 36kv UPTO17 UPTO33

X=NULL FORCONVENTIONALSWITCHING (IN AIR/OIL) 400 A 72.5kv

X= A - FORSWITCHINGINVACUUM 630 A
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